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LAMP PHOTOMETRIC REPORT

MODEL: 96GRF1/1830220W

POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 1082.9 1m ~/+180
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©90/270,24.6

AVERAGE BEAM ANGLE (50%) :24.6 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 2362 2340 2381 2472 2558 2589 2545 2451 0- 10 294.0 294.0 27.1
20 516.6 504.2 515.2 538.6 562.0 566.3 560.9 541.2 10- 20 342.4 636.4 58.8
30 198.4 198.5 198.4 203.6 202.9 207.2 207.1 200.6 20- 30 146.5 782.9 72.3
40 147.9 151.3 154.0 152.4 154.0 158.4 157.5 151.6 30— 40 112.4 895.3 82.7
50 90.78 91.97 90.02 89.45 94.17 101.4 98.58 93.24 40- 50 97.48 992.8 91.7
60 35.89 37.01 36.69 36.06 36.59 39.37 38.71 37.44 50- 60 55.35 1048 96.8
70 14.95 15.31 14.86 15.43 15.52 16.34 16.09 15.72 60— 70 24.79 1073 99.1
80 2.636 2.692 2.422 2.879 3.015 3.267 2.947 2.986 70- 80 9.185 1082 99.9
90 0.1079 0.0973 0.0977 0.0937 0.1051 0.0946 0.0921 0.0895 80- 90| 0.8009 1083 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.340m [K=1.0000]

Test Date:01 September 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96GRF1/1830220W

POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--1 UNIT: cd
C (DEG)
y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180

0 3632 | 3632 | 3632 | 3632 | 3632 | 3632 | 3632 | 3632 | 3632 | 3632 | 3632 | 3632 | 3632 | 3632 | 3632 | 3632 | 3632 | 3632 | 3632
5 3359 | 3352 | 3338 | 3333 | 3321 | 3319 | 3312 | 3318 | 3320 | 3327 | 3325 | 3335 | 3342 | 3359 | 3372 | 3389 | 3398 | 3414 | 3432
10 2362 | 2359 | 2343 | 2345 | 2334 | 2346 | 2342 | 2358 | 2361 | 2381 | 2390 | 2419 | 2435 | 2466 | 2478 | 2508 | 2519 | 2543 | 2558
15 1092 | 1093 | 1083 | 1093 | 1089 | 1104 | 1101 | 1114 | 1111 | 1123 | 1121 | 1138 | 1144 | 1168 | 1175 | 1196 | 1197 | 1210 | 1219
20 517 | 515 | 508 | 507 | 503 | 505 | 505 | 509 | 511 | 515 | 517 | 525 | 530 | 537 | 540 | 548 | 551 | 557 | 562
25 290 | 289 | 287 | 287 | 286 | 286 | 284 | 284 | 286 | 290 | 292 | 296 | 299 | 302 | 302 | 307 | 308 | 310 | 312
30 198 | 197 | 197 | 198 | 199 | 198 | 198 | 198 | 198 | 198 | 199 | 201 | 203 | 204 | 203 | 204 | 203 | 204 | 203
35 172 | 172 | 174 | 177 | 180 | 182 | 181 | 183 | 183 | 183 | 182 | 183 | 182 | 183 | 182 | 182 | 183 | 183 | 183
40 148 | 147 | 149 | 151 | 150 | 153 | 152 | 152 | 153 | 154 | 154 | 155 | 154 | 153 | 152 | 152 | 152 | 154 | 154
45 126 | 125 | 125 | 126 | 125 | 125 | 126 | 125 | 124 | 124 | 123 | 124 | 125 | 126 | 126 | 127 | 127 | 129 | 129
50 90.8 | 90.0 | 90.7 | 92.3 [ 91.7 | 92.3 | 91.3 | 91.8 | 90.5| 90.0 | 88.3 | 88.3 | 88.4 | 88.6 | 90.3 | 91.5 | 91.8 | 93.3 | 94.2
55 57.9 | 56.4 | 57.3 | 59.8 | 59.0 | 59.1 | 58.7 | 58.7 | 59.4 | 59.7 | 58.7 | 57.9 | 57.7 | 56.9 | 58.0 | 59.0 | 58.6 | 59.8 | 60.6
60 35.9|35.7|36.3|37.3|36.9|37.1|36.6|36.8|37.1|36.7|35.6|35.7|35.4|35.6|36.6|36.5|36.2|36.3]36.6
65 23.5(23.4|24.2|24.4|24.0|24.3|24.1|23.8(24.0|23.6(23.3|23.5|23.5|23.4|24.0|24.2|23.7|24.2|24.0
70 15.0 | 15.0 | 15.6 | 15.4 | 15.3 | 15.3 | 15.0 | 15.3 | 15.2 | 14.9 | 14.9 | 15.1 | 15.0 | 15.3 | 15.6 | 15.5 | 15.5 | 15.6 | 15.5
75 7.82 8.10|8.21 |8.32|8.16 | 7.99|7.99|8.29|8.22|8.13|8.11 | 8.06 | 8.14 | 8.40 | 8.46 | 8.54 | 8.49 | 8.41 | 8.52
80 2.64|2.72|2.86|2.79|2.69|2.69|2.50|2.47 | 2.50 | 2.42 | 2.40 | 2.56 | 2.63 | 2.80 | 2.96 | 3.04 | 2.98 | 3.09 | 3.02
85 0.32/0.32|0.34|0.31|0.31|0.27|0.28|0.24|0.26 | 0.23|0.27|0.25|0.28|0.27 | 0.33|0.35|0.41|0.40|0.39
90 0.11|0.11|0.10 | 0.10| 0.10 | 0.10 | 0.10 | 0.10 | 0.10 | 0.10 | 0.09 | 0.10 | 0.09 | 0.09 | 0.10 | 0.10 | 0.10 | 0.10 | 0.11
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG

Test Speed: MEDIUM
Temperature:25.3°C
Operators:

Test Date:01 September 2022

Y
fe

Remarks:

st System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.340m [K=1.0000]
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96GRF1/1830220W
POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 3632 | 3632 | 3632 | 3632 | 3632 | 3632 | 3632 | 3632 | 3632 | 3632 | 3632 | 3632 | 3632 | 3632 | 3632 | 3632 | 3632
5 3441 | 3454 | 3459 | 3472 | 3474 | 3481 | 3473 | 3476 | 3463 | 3457 | 3440 | 3432 | 3416 | 3406 | 3388 | 3381 | 3367
10 2564 | 2581 | 2581 | 2593 | 2586 | 2591 | 2574 | 2570 | 2545 | 2533 | 2503 | 2488 | 2456 | 2445 | 2417 | 2406 | 2379
15 1219 | 1235 | 1230 | 1244 | 1236 | 1239 | 1221 | 1222 | 1205 | 1205 | 1185 | 1180 | 1154 | 1146 | 1124 | 1122 | 1103
20 563 | 568 | 566 | 567 | 566 | 570 | 567 | 567 | 561 | 560 | 554 | 552 | 543 | 540 | 531 | 528 | 520
25 312 | 313 | 313 | 315 | 314 | 315 | 313 | 314 | 312 | 311 | 308 | 308 | 305 | 303 | 300 | 299 | 294
30 203 | 204 | 206 | 207 | 208 | 207 | 206 | 208 | 207 | 205 | 204 | 202 | 200 | 201 | 201 | 201 | 199
35 181 | 183 | 185 | 187 | 186 | 186 | 184 | 185 | 187 | 188 | 183 | 181 | 177 | 175 | 175 | 176 | 174
40 153 | 154 | 156 | 158 | 159 | 157 | 156 | 157 | 157 | 157 | 156 | 153 | 152 | 152 | 151 | 150 | 148
45 129 | 131 | 133 | 136 | 135 | 134 | 131 | 132 | 132 | 133 | 132 | 132 | 130 | 130 | 130 | 130 | 127
50 94.8 | 98.2 | 100 | 102 | 101 | 99.2 | 96.2 | 98.1 | 98.6 | 98.8 | 97.2 | 96.3 | 93.4 | 93.1 | 92.2 | 93.6 | 93.4
55 61.2 | 64.0 | 65.5 | 66.0 | 65.6 | 64.0 | 62.2 | 63.1 | 63.4 | 63.7 | 62.4 | 61.4 | 59.9 | 59.7 | 59.7 | 60.1 | 59.5
60 37.0|38.2|39.0(39.7|39.1|38.7|38.5|38.5|38.7|38.7|37.8|37.5|37.5|37.4|37.8|37.8] 36.8
65 24.0 | 25.2 | 25.6 | 25.6 | 25.7 | 25.2 | 24.6 | 25.3 | 25.2 | 25.0 | 25.1 | 24.7 | 24.5 | 25.4 | 24.9 | 24.4 | 24.4
70 15.5|15.9| 16.3 | 16.3 | 16.4 | 16.1 | 15.8 | 16.0 | 16.1 | 16.0 | 16.1 | 15.8 | 15.6 | 15.9 | 15.7 | 15.6 | 15.5
75 8.63|8.96|9.12|9.04 |8.83|8.78(8.85|9.03|8.99|8.86|8.61|8.48 | 8.55|8.54|8.47 | 8.24 | 7.90
80 2.80|2.97 | 3.07|3.29|3.24|3.07|3.07|3.05|2.95|2.96|2.88|2.87[2.93|3.05/|2.57|2.40 | 2.39
85 0.380.30 | 0.36|0.34|0.34|0.28|0.30|0.27|0.29|0.26|0.28|0.26|0.30|0.27|0.28 | 0.26| 0.29
90 0.11|0.10 | 0.10 | 0.10 | 0.09 | 0.09 | 0.09 | 0.09 | 0.09 | 0.09 | 0.09 | 0.09 [ 0.09 | 0.09 | 0.10 | 0.10 | 0.11
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.340m [K=1.0000]

Test Date:01 September 2022 Remarks:




