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LAMP PHOTOMETRIC REPORT

MODEL: 96GRF1/515220W

POWER: 5W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):17.4 DEG
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TOTAL FLUX: 378.61 lm



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

744.3 725.4 732.3 825.8 857.3 871.6 840.2 820.0 127.5 127.5 33.7

220.0 219.6 219.8 226.5 226.7 231.7 225.2 221.3 108.7 236.1 62.4

92.85 90.39 89.80 92.87 97.62 95.34 92.61 91.16 68.48 304.6 80.5

35.06 34.47 35.81 36.76 39.67 39.17 36.76 36.19 37.64 342.2 90.4

16.43 16.46 16.91 16.97 18.36 18.16 16.85 17.96 19.83 362.1 95.6

6.642 6.408 6.342 6.913 7.389 7.361 6.954 6.686 10.24 372.3 98.3

2.617 2.516 2.334 3.101 2.859 3.089 2.969 2.420 4.522 376.8 99.5

0.4395 0.4323 0.4905 0.5336 0.6693 0.6463 0.5415 0.5291 1.588 378.4 99.9

0.0361 0.0265 0.0223 0.0237 0.0389 0.0418 0.0474 0.0363 0.1918 378.6 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.340m [K=1.0000]Operators:
Test Date:24 January 2023 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96GRF1/515220W

POWER: 5W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 2004

5 1571

10 744

15 341

20 220

25 143

30 92.9

35 56.6

40 35.1

45 24.0

50 16.4

55 11.0

60 6.64

65 4.33

70 2.62

75 1.26

80 0.44

85 0.12

90 0.04

10

2004

1571

746

341

220

142

89.4

56.1

35.3

24.4

16.5

11.1

6.60

4.13

2.39

1.23

0.43

0.09

0.03

20

2004

1560

740

340

219

142

92.6

56.2

35.2

24.6

17.6

10.8

6.41

3.84

2.23

1.23

0.50

0.12

0.03

30

2004

1563

738

339

219

144

91.1

56.7

35.1

24.3

17.1

10.9

6.24

3.79

2.22

1.21

0.47

0.09

0.03

40

2004

1554

726

336

219

143

90.8

56.9

34.8

23.6

16.5

10.6

6.34

3.99

2.46

1.24

0.45

0.12

0.03

50

2004

1563

725

336

220

144

90.0

56.3

34.1

22.9

16.4

10.8

6.48

4.23

2.58

1.25

0.42

0.09

0.03

60

2004

1558

718

334

219

143

86.6

55.6

33.5

23.4

16.3

11.0

6.45

4.25

2.66

1.27

0.42

0.12

0.03

70

2004

1568

722

336

219

143

87.9

55.4

34.4

23.4

16.2

10.9

6.48

4.20

2.51

1.23

0.40

0.09

0.03

80

2004

1567

723

335

219

142

87.9

56.0

35.4

24.2

16.3

10.8

6.46

3.97

2.40

1.20

0.42

0.11

0.03

90

2004

1582

732

336

220

145

89.8

57.7

35.8

25.2

16.9

11.0

6.34

3.90

2.33

1.23

0.49

0.09

0.02

100

2004

1584

739

337

221

147

91.7

58.9

36.0

25.5

17.5

10.5

6.39

4.04

2.41

1.33

0.52

0.12

0.03

110

2004

1602

759

341

224

149

93.7

60.5

37.0

25.2

16.6

11.0

6.72

4.30

2.64

1.41

0.49

0.09

0.02

120

2004

1603

771

345

225

149

93.6

60.1

36.5

24.3

16.6

10.9

6.86

4.65

2.93

1.50

0.53

0.13

0.03

130

2004

1617

787

350

226

151

92.7

60.4

36.4

25.1

16.8

10.9

6.90

4.79

3.11

1.58

0.51

0.11

0.02

140

2004

1624

864

353

227

150

93.0

59.5

37.1

25.5

17.1

10.9

6.93

4.82

3.09

1.64

0.55

0.14

0.03

150

2004

1638

811

358

228

152

94.9

61.0

38.3

26.5

17.9

11.0

6.99

4.79

3.00

1.58

0.54

0.11

0.02

160

2004

1635

883

359

226

152

95.7

62.2

39.1

27.5

18.7

11.5

7.03

4.59

2.85

1.61

0.65

0.14

0.03

170

2004

1651

843

363

225

153

97.6

63.5

39.5

27.8

19.7

11.4

7.24

4.56

2.74

1.56

0.70

0.11

0.03

180

2004

1663

857

365

227

154

97.6

63.7

39.7

27.4

18.4

11.8

7.39

4.89

2.86

1.56

0.67

0.13

0.04

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.340m [K=1.0000]Operators:
Test Date:24 January 2023 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96GRF1/515220W

POWER: 5W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 2004

5 1669

10 859

15 367

20 231

25 154

30 96.6

35 63.6

40 38.9

45 26.0

50 18.3

55 12.0

60 7.55

65 5.02

70 3.19

75 1.66

80 0.60

85 0.16

90 0.04

200

2004

1683

873

370

232

156

96.5

63.4

38.2

25.6

17.9

12.1

7.66

5.13

3.29

1.81

0.59

0.14

0.04

210

2004

1682

869

371

232

156

94.4

63.0

38.1

25.9

17.8

12.0

7.45

5.16

3.31

1.82

0.63

0.17

0.04

220

2004

1692

877

372

232

154

95.7

62.5

39.0

25.9

18.1

11.8

7.37

5.06

3.19

1.70

0.60

0.14

0.04

230

2004

1685

866

370

232

152

95.0

61.6

39.3

27.2

18.2

11.7

7.35

4.86

2.98

1.65

0.70

0.15

0.04

240

2004

1689

870

369

232

153

94.9

61.3

39.0

27.3

19.3

11.6

7.18

4.57

2.76

1.53

0.66

0.13

0.04

250

2004

1679

856

367

229

152

93.7

59.9

38.1

27.0

18.4

11.2

6.91

4.52

2.69

1.49

0.68

0.15

0.04

260

2004

1678

856

366

227

152

93.4

59.7

37.7

25.5

17.1

10.9

6.97

4.55

2.84

1.51

0.56

0.13

0.04

270

2004

1662

840

363

225

151

92.6

59.2

36.8

24.3

16.8

10.9

6.95

4.67

2.97

1.57

0.54

0.15

0.05

280

2004

1660

834

361

225

150

93.9

59.0

36.1

24.2

16.5

11.0

6.96

4.63

2.98

1.55

0.50

0.12

0.04

290

2004

1644

881

358

224

147

92.3

59.8

36.2

24.4

17.0

11.0

6.73

4.54

2.81

1.45

0.50

0.14

0.04

300

2004

1639

808

355

224

144

91.7

60.2

36.7

25.7

17.0

11.3

6.80

4.33

2.63

1.34

0.51

0.11

0.04

310

2004

1621

857

350

222

143

91.0

59.4

36.4

25.7

18.0

11.6

6.71

4.23

2.48

1.33

0.58

0.13

0.04

320

2004

1616

783

346

221

143

91.3

58.5

36.0

25.9

17.9

11.4

6.67

4.17

2.36

1.26

0.48

0.09

0.03

330

2004

1599

766

343

220

143

93.4

58.5

35.7

25.6

17.1

11.1

6.77

4.25

2.56

1.27

0.45

0.12

0.04

340

2004

1595

757

342

220

144

91.1

57.4

35.5

24.9

16.7

11.1

6.90

4.42

2.70

1.29

0.42

0.10

0.04

350

2004

1580

747

341

220

144

93.2

56.2

34.9

24.6

16.2

11.0

6.87

4.42

2.76

1.33

0.44

0.13

0.04

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.340m [K=1.0000]Operators:
Test Date:24 January 2023 Remarks:


