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LAMP PHOTOMETRIC REPORT

MODEL: 96GRF1/91524

POWER: O9W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 631.75 1m “/+1e0

-150 150

-120 120

©30/210,17.3
—60/240,17.4
©90/270,17.3

AVERAGE BEAM ANGLE (50%):17.3 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 1214 1374 1472 1396 1316 1151 1073 1147 0- 10 203.0 203.0 32.1
20 351.7 370.9 381.0 378.1 376.5 350.6 330.7 336.9 10- 20 175.4 378.4 59.9
30 148.4 159.5 169.2 164.3 166.5 146.0 137.1 140.2 20- 30 110.3 488.7 77.4
40 69.11 71.27 70.05 70.30 73.20 65.57 60.49 62.76 30— 40 64.46 553.2 87.6
50 35.78 37.13 39.66 40.57 39.27 34.20 34.99 36.11 40- 50 39.35 592.5 93.8
60 17.07 18.06 17.12 18.65 17.66 15.40 17.46 15.31 50- 60 23.20 615.7 97.5
70 7.395 7.681 6.959 7.775 7.199 6.336 7.310 6.437 60— 70 11.67 627.4 99.3
80 1.201 1.307 1.325 1.270 1.246 1.025 1.077 1.094 70- 80 3.948 631.3 99.9
90 0.0545 0.0586 0.0518 0.0584 0.0654 0.0627 0.0491 0.0557 80— 90| 0.4242 631.7 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:01 September 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96GRF1/91524

POWER: O9W

VOLTAGE: 230V

WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--1 UNIT: cd
C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 20 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 3191 | 3191 | 3191 | 3191 | 3191 | 3191 | 3191 | 3191 | 3191 | 3191 | 3191 | 3191 | 3191 | 3191 | 3191 | 3191 | 3191 | 3191 | 3191
5 2512 | 2563 | 2584 | 2639 | 2657 | 2706 | 2716 | 2754 | 2755 | 2777 | 2727 | 2740 | 2717 | 2725 | 2700 | 2707 | 2678 | 2677 | 2643
10 1214 | 1264 | 1281 | 1334 | 1347 | 1400 | 1410 | 1453 | 1449 | 1472 | 1414 | 1425 | 1399 | 1411 | 1381 | 1386 | 1349 | 1353 | 1316
15 553 | 566 | 571 | 584 | 587 | 598 | 599 | 610 | 611 | 618 | 601 | 605 | 602 | 608 | 606 | 610 | 604 | 606 | 597
20 352 | 357 | 361 | 366 | 368 | 374 | 375 | 380 | 379 | 381 | 374 | 377 | 376 | 379 | 377 | 380 | 378 | 379 | 376
25 232 | 236 | 236 | 241 | 243 | 249 | 251 | 254 | 254 | 257 | 251 | 253 | 251 | 251 | 251 | 254 | 252 | 253 | 250
30 148 | 150 | 151 | 154 | 156 | 163 | 161 | 167 | 163 | 169 | 161 | 167 | 162 | 167 | 161 | 169 | 163 | 169 | 166
35 99.0 | 101 | 101 | 104 | 105 | 107 | 109 | 111 | 109 | 109 | 105 | 106 | 106 | 108 | 109 | 110 | 109 | 111 | 110
40 69.1|69.2 | 68.8 | 68.8 | 70.6 | 72.0 | 72.1 | 72.2 | 70.5 | 70.0 | 68.9 | 69.3 | 69.5 | 70.5 | 70.1 | 71.0 | 73.0 | 73.8 | 73.2
45 50.8 | 51.6 | 51.5 | 51.4 | 51.2 | 52.2 | 52.8 | 53.2 | 53.0 | 52.6 | 50.8 | 50.3 | 50.9 | 53.0 | 53.5 | 53.8 | 53.6 | 53.9 | 53.7
50 35.8 | 37.4|37.9|38.0|37.2|37.1|38.6|40.4|40.2(39.7|38.3|37.6|38.0|40.2|40.9|40.8|39.5|39.139.3
55 24.8 | 26.4|27.0|27.3|26.3|26.2|27.1|27.9|27.5|27.3|26.0|26.2|26.3|27.5|28.2|27.9|26.9|26.5]26.9
60 17.1|18.3 (19.0 | 19.0 | 18.2 | 17.9 | 17.9 | 17.8 | 17.0 | 17.1 | 17.0 | 17.3 | 17.8 | 18.5 | 18.8 | 18.7 | 18.2 | 18.0 | 17.7
65 11.7 | 12.7 | 13.4 | 13.3|12.4|12.3|12.4 |12.1|11.5|11.6|11.7 |11.7 |11.8 |12.1|12.8 | 12.7 |12.2|12.0 |11.9
70 7.40 | 7.90 | 8.21 | 8.32 | 7.78 | 7.58 | 7.54 | 7.55 | 6.99 | 6.96 | 6.86 | 7.04 | 7.20 | 7.63 | 7.92 | 7.81 | 7.49 | 7.38 | 7.20
75 3.72|3.80|3.80|4.00(3.99|3.84|3.79|3.78|3.46|3.45|3.41|3.50|3.60 | 3.88(3.76|3.74|3.74|3.81|3.65
80 1.20(1.28 {1.31|1.31|1.261.35|1.31 [1.34|1.31|1.33(1.21|1.29|1.29|1.28|1.26|1.29|1.26|1.31|1.25
85 0.26 | 0.24 | 0.27 | 0.25 | 0.29 | 0.28 | 0.30 | 0.27 | 0.28 | 0.22 | 0.17 | 0.20 | 0.28 | 0.25 | 0.27 | 0.25 | 0.28 | 0.26 | 0.25
90 0.05|0.05|0.05|0.05|0.06|0.06|0.06|0.06|0.06|0.05|0.05|0.05|0.06|0.06|0.06|0.06|0.06/|0.06|0.07
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2.5DEG

Test Speed: HIGH

Temperature:25.3°C
Operators:
Test Date:01 September 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96GRF1/91524
POWER: 9W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 3191 | 3191 | 3191 | 3191 | 3191 | 3191 | 3191 | 3191 | 3191 | 3191 | 3191 | 3191 | 3191 | 3191 | 3191 | 3191 | 3191
5 2592 | 2570 | 2523 | 2504 | 2461 | 2447 | 2411 | 2411 | 2391 | 2434 | 2422 | 2446 | 2439 | 2465 | 2459 | 2486 | 2487
10 1262 | 1242 | 1189 | 1173 | 1128 | 1115 | 1081 | 1085 | 1073 | 1116 | 1110 | 1134 | 1133 | 1162 | 1161 | 1189 | 1185
15 581 | 571 | 555 | 546 | 530 | 522 | 511 | 508 | 503 | 509 | 509 | 515 | 517 | 525 | 528 | 537 | 542
20 370 | 366 | 359 | 354 | 347 | 342 | 336 | 334 | 331 | 334 | 333 | 335 | 335 | 338 | 340 | 344 | 347
25 244 | 240 | 234 | 231 | 226 | 223 | 218 | 215 | 214 | 217 | 217 | 219 | 219 | 221 | 222 | 227 | 229
30 157 | 155 | 150 | 148 | 144 | 143 | 140 | 139 | 137 | 139 | 137 | 139 | 139 | 141 | 142 | 145 | 146
35 106 | 104 | 100 | 98.2 | 95.5|94.3 | 91.3 |89.3|88.9(90.6|89.9|90.7|91.292.2|93.6|96.6 | 97.4
40 71.5 | 69.1 | 67.3 | 66.5 | 64.6 | 63.4 | 61.5 | 61.1 | 60.5 | 62.0 | 62.0 | 62.7 | 62.3 | 63.3 | 64.6 | 66.9 | 68.3
45 53.4 | 52.4 | 50.8 | 48.8 | 46.8 | 46.3 | 46.9 | 47.0 | 46.5 | 46.5 | 45.5 | 45.9 | 47.7 | 48.7 | 49.8 | 50.8 | 50.1
50 39.5|38.6|37.0|35.0|33.4|33.5|34.6|35.3|35.0|33.8/|32.8(33.7|35.6|36.6/36.9|36.4]|35.5
55 26.7 | 25.7 | 24.3 | 23.2 | 22.6 | 23.0|23.5|24.4|24.5|23.9|22.6|22.6(23.0|23.3|23.5|23.9/24.0
60 17.0 | 16.5 | 15.8 | 15.4 | 15.4 | 15.9 | 16.6 | 17.3 | 17.5 | 17.0 | 15.8 | 15.3 | 15.3 | 15.3 | 15.3 | 15.6 | 16.0
65 11.6 | 11.2 | 10.8 | 10.4 | 10.4 | 10.9 | 11.4 | 12.3 | 12.4 | 11.8 | 10.9 | 10.5 | 10.5 | 10.6 | 10.6 | 10.7 | 10.9
70 6.93 | 6.54 | 6.44 | 6.32 | 6.35| 6.59 | 7.13 | 7.48 | 7.31 | 7.25 | 6.89 | 6.57 | 6.46 | 6.41 | 6.52 | 6.72 | 6.81
75 3.36 [ 3.09|2.99|3.05|3.10 | 3.24 |3.36|3.35|3.21|3.39|3.31|3.26(3.15|3.14 | 3.20 | 3.37 | 3.43
80 1.13 (1.11|1.06 |1.02 |1.03|1.08 (1.07|1.10|1.08|1.09|1.10|1.11|1.07|1.12|1.13|1.13|1.18
85 0.26 | 0.22 | 0.25|0.22 | 0.24 | 0.22 | 0.20 | 0.16 | 0.20 | 0.21 | 0.26 | 0.23 [ 0.25 | 0.21 | 0.24 | 0.22 | 0.26
90 0.07 | 0.06 | 0.07 | 0.06 | 0.06 | 0.06 | 0.05 | 0.05 | 0.05 | 0.05 | 0.06 | 0.05 | 0.06 | 0.05 | 0.06 | 0.06 | 0.06
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:01 September 2022 Remarks:




