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LAMP PHOTOMETRIC REPORT

MODEL: 99POMX40/WH

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 2528.8 1m ~/+180
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AVERAGE BEAM ANGEE (50%):104.4 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 947.1 945.4 945.2 946.6 948.3 949.5 949.8 948.8 0- 10 91.52 91.52 3.62
20 882.2 879.0 878.4 880.8 884.2 886.2 887.0 885.4 10- 20 259.4 350.9 13.9
30 784.2 778.3 777.4 780.2 784.4 787.9 791.6 795.6 20- 30 385.8 736.6 29.1
40 667.8 651.9 649.9 653.6 660.1 663.1 670.6 672.3 30— 40 453.9 1191 47.1
50 526.5 511.0 505.5 512.5 519.0 523.7 521.1 526.5 40- 50 455.8 1646 65.1
60 368.8 363.2 356.0 364.1 369.1 375.8 371.7 374.3 50- 60 396.9 2043 80.8
70 217.5 216.4 209.1 215.8 221.6 227.7 224.0 228.3 60— 70 290.3 2334 92.3
80 82.55 82.11 76.74 80.94 83.08 90.92 88.17 90.22 70- 80 157.8 2491 98.5
90 2.800 1.963 9.587 1.922 3.298 1.848 8.686 1.811 80- 90 37.45 2529 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:05 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99POMX40/WH

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 970 | 970 970 970 970 970 970 970 970 970 970 970 970 970 970 970 970 970 970
5 964 964 964 964 963 | 963 | 963 | 963 | 963 | 964 964 964 964 964 964 964 964 964 965
10 947 947 946 | 946 | 945 | 945 | 945 | 945 | 945 | 945 | 945 | 946 | 947 947 946 | 947 947 948 948
15 919 | 919 | 918 918 917 917 916 | 916 | 916 | 916 | 917 917 918 919 | 918 919 | 920 921 921
20 882 | 882 | 880 | 880 | 879 | 879 | 878 | 878 | 878 | 878 | 878 | 879 | 880 | 881 | 881 | 882 | 882 | 883 | 884
25 836 | 835 | 834 | 834 | 833 | 832 | 832 | 832 | 831 | 832 | 832 | 832 | 833 | 835 | 834 | 836 | 836 | 837 | 838
30 784 | 782 | 781 | 780 | 778 | 778 | 777 | 778 | 777 | 777 | 778 | 778 | 778 | 780 | 780 | 782 | 782 | 783 | 784
35 731 | 723 | 720 | 719 | 718 | 717 | 716 | 716 | 716 | 717 | 717 | 717 | 717 | 719 | 719 | 721 | 722 | 724 | 725
40 668 665 | 656 | 654 652 651 650 650 649 | 650 650 651 651 653 | 654 656 | 657 659 | 660
45 599 | 598 | 588 | 586 | 584 | 582 | 580 | 580 | 579 | 579 | 579 | 581 | 582 | 584 | 585 | 587 | 588 | 590 | 591
50 526 | 526 | 522 | 514 | 512 | 510 | 508 | 507 | 505 | 506 | 506 | 508 | 509 | 512 | 513 | 515 | 516 | 518 | 519
55 452 | 451 | 448 | 441 | 439 | 437 | 434 | 433 | 431 | 431 | 431 | 434 | 435 | 438 | 440 | 442 | 443 | 444 | 445
60 369 | 374 | 367 | 367 | 364 | 362 | 360 | 358 | 356 | 356 | 356 | 359 | 361 | 363 | 365 | 367 | 368 | 369 | 369
65 292 | 293 | 292 | 292 | 290 | 288 | 286 | 284 | 282 | 281 | 282 | 284 | 286 | 288 | 290 | 292 | 292 | 293 | 293
70 218 | 219 | 219 | 219 | 217 | 216 | 213 | 211 | 209 | 209 | 209 | 211 | 213 | 215 | 216 | 218 | 218 | 219 | 222
75 146 | 148 | 148 | 149 | 147 | 146 | 143 | 141 | 139 | 140 | 139 | 141 | 142 | 145 | 146 | 147 | 147 | 149 | 148
80 82.6 | 83.5|83.1|83.5(82.8(81.4|79.1|80.0|78.5|76.7|76.8|78.9|77.9|80.5|81.4|81.8|81.9|83.0]|83.1
85 27.326.9|27.1|28.2|27.5|24.4|26.8|27.3|25.7|25.1|25.4|26.4|25.2|27.3|27.5|27.126.2|26.3]27.3
90 2.80 | 2.27|2.12|1.81|1.74|2.19|5.33 |8.81|9.61|9.59|8.95|6.87|2.78|1.98|1.87|1.94|2.30|2.84]3.30
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:05 December 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99POMX40/WH
POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 970 | 970 | 970 | 970 | 970 | 970 | 970 | 970 | 970 | 970 | 970 | 970 | 970 | 970 | 970 | 970 | 970
5 965 | 965 | 965 | 965 | 965 | 965 | 965 | 966 | 965 | 965 | 965 | 965 | 965 | 965 | 965 | 965 | 965
10 948 | 949 | 949 | 950 | 950 | 950 | 950 | 950 | 950 | 950 | 949 | 949 | 949 | 949 | 948 | 948 | 947
15 922 | 922 | 922 | 923 | 923 | 923 | 923 | 924 | 923 | 924 | 923 | 923 | 922 | 922 | 921 | 920 | 920
20 884 | 885 | 885 | 886 | 886 | 887 | 887 | 887 | 887 | 887 | 886 | 887 | 886 | 885 | 884 | 884 | 883
25 838 | 839 | 840 | 841 | 841 | 842 | 842 | 842 | 842 | 842 | 845 | 847 | 846 | 844 | 842 | 840 | 838
30 785 | 786 | 787 | 788 | 788 | 789 | 789 | 789 | 792 | 798 | 798 | 798 | 796 | 795 | 793 | 791 | 789
35 725 | 726 | 727 | 728 | 728 | 729 | 729 | 732 | 740 | 740 | 739 | 739 | 737 | 739 | 737 | 735 | 733
40 661 | 662 | 662 | 663 | 663 | 664 | 664 | 672 | 671 | 673 | 673 | 673 | 673 | 672 | 677 | 674 | 670
45 592 | 593 | 593 | 595 | 595 | 595 | 595 | 595 | 594 | 595 | 594 | 597 | 603 | 603 | 606 | 607 | 602
50 520 | 522 | 522 | 524 | 524 | 523 | 523 | 522 | 521 | 522 | 522 | 522 | 522 | 531 | 530 | 536 | 530
55 446 | 449 | 451 | 453 | 450 | 450 | 449 | 448 | 447 | 447 | 448 | 449 | 449 | 449 | 448 | 454 | 453
60 370 | 374 | 375 | 376 | 375 | 375 | 374 | 373 | 372 | 372 | 373 | 374 | 374 | 374 | 374 | 372 | 370
65 294 | 297 | 300 | 301 | 301 | 301 | 299 | 298 | 297 | 297 | 298 | 300 | 300 | 300 | 298 | 296 | 293
70 218 | 221 | 225 | 228 | 228 | 227 | 226 | 225 | 224 | 224 | 228 | 226 | 230 | 227 | 224 | 221 | 218
75 144 | 147 | 152 | 157 | 157 | 156 | 154 | 154 | 153 | 154 | 154 | 156 | 156 | 156 | 152 | 147 | 144
80 80.2 | 78.0 | 83.1 | 91.2 | 90.7 | 90.1 | 90.7 | 89.2 | 88.2 | 88.8 | 90.0 | 89.6 | 90.1 | 90.3 | 83.4 | 79.1 | 79.6
85 26.1|25.9|23.4(32.2(33.0(33.3(33.6|34.1|33.7|34.5|34.4(33.9(33.4|31.1|24.3|26.4/26.4
90 2.80|2.33|1.85|1.73 |1.96|3.96 | 7.03 |8.42|8.69 |8.73|7.60|3.83|1.86|1.77|1.86|2.14|2.35
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:05 December 2022 Remarks:




