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LAMP PHOTOMETRIC REPORT

MODEL: 99XLED621

POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):117.6 DEG
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TOTAL FLUX: 1755.4 lm
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  80  70- 80

  90  80- 90
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 110 100-110
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 140 130-140

 150 140-150

 160 150-160
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 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

571.2 570.2 570.3 570.8 571.9 572.8 573.3 572.6 54.93 54.93 3.13

547.6 545.9 545.7 546.6 548.9 550.9 551.8 550.3 158.8 213.7 12.2

508.1 505.5 505.2 506.4 509.9 512.9 514.3 511.9 244.8 458.5 26.1

451.6 447.9 447.4 448.9 453.7 457.1 458.9 456.2 302.4 760.9 43.3

375.4 370.2 369.0 370.6 377.0 379.8 382.4 379.8 321.3 1082 61.7

278.1 272.4 270.8 271.5 278.0 280.5 283.7 281.7 293.1 1375 78.4

170.7 167.5 165.7 165.4 169.8 173.3 175.9 174.1 221.3 1597 91

71.91 69.89 66.52 66.76 69.90 71.82 74.43 71.87 125.8 1722 98.1

1.317 1.076 1.555 1.078 0.9376 0.9482 0.9340 0.9187 32.95 1755 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:09 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99XLED621

POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 579

5 577

10 571

15 561

20 548

25 530

30 508

35 482

40 452

45 416

50 375

55 329

60 278

65 224

70 171

75 119

80 71.9

85 31.2

90 1.32

10

579

577

571

561

547

530

508

482

451

415

374

328

277

224

170

119

72.7

32.0

1.07

20

579

577

571

561

547

529

507

480

450

414

372

326

275

221

168

118

71.5

30.7

1.08

30

579

577

571

560

546

528

506

480

449

413

372

325

274

221

169

118

71.3

29.2

1.08

40

579

577

570

560

546

528

506

479

448

412

370

323

272

220

167

117

70.1

27.1

1.08

50

579

577

570

560

546

528

505

479

448

412

370

323

272

220

168

117

69.7

25.8

1.07

60

579

577

570

560

545

527

505

478

447

411

369

322

271

219

166

116

68.2

24.4

1.06

70

579

577

570

560

545

527

505

479

447

411

369

322

272

219

167

115

67.8

24.7

1.06

80

579

577

570

560

545

527

505

478

447

411

369

322

270

218

165

114

66.5

23.7

1.28

90

579

577

570

560

546

527

505

479

447

411

369

322

271

218

166

114

66.5

23.5

1.55

100

579

577

570

560

545

527

505

478

447

410

368

321

270

217

164

113

65.8

23.0

1.38

110

579

577

570

560

546

528

505

479

448

411

369

322

270

217

165

114

66.1

23.3

1.30

120

579

577

570

560

546

528

506

479

448

411

369

321

270

217

164

113

65.8

23.7

1.30

130

579

577

571

560

547

528

506

480

449

412

370

323

271

218

166

114

66.6

24.8

1.07

140

579

577

571

561

547

529

507

480

449

413

371

324

272

218

165

114

66.9

25.6

1.09

150

579

577

571

561

547

529

507

481

451

415

373

326

274

220

167

116

68.4

27.0

1.09

160

579

577

571

561

548

530

508

482

451

416

374

327

275

221

167

116

68.7

27.8

1.09

170

579

577

571

562

548

531

509

483

453

417

376

329

277

223

169

117

70.0

29.2

1.07

180

579

578

572

562

549

531

510

484

454

418

377

330

278

224

170

118

69.9

28.9

0.94

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:09 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99XLED621

POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 579

5 578

10 572

15 563

20 549

25 532

30 510

35 485

40 454

45 419

50 377

55 330

60 278

65 223

70 170

75 118

80 69.2

85 27.2

90 0.94

200

579

578

572

563

550

533

511

486

455

420

378

331

279

225

171

119

69.9

26.9

0.94

210

579

578

573

563

550

533

512

486

456

420

378

331

278

225

171

119

70.1

26.7

0.96

220

579

578

573

564

551

534

513

487

457

421

380

332

280

226

173

121

71.6

27.2

0.96

230

579

578

573

564

551

534

513

488

457

422

380

333

281

227

173

122

72.1

27.4

0.94

240

579

578

573

564

552

535

514

489

459

423

382

335

283

229

175

123

73.8

29.1

0.93

250

579

578

573

564

552

535

514

489

459

423

382

335

283

229

175

123

74.2

30.2

0.95

260

579

578

573

565

552

535

515

489

460

424

383

336

284

231

177

124

74.9

30.5

0.94

270

579

578

573

565

552

535

514

489

459

424

382

335

284

230

176

123

74.4

30.3

0.93

280

579

578

573

565

552

535

514

489

459

424

383

336

284

231

177

124

75.0

30.8

0.90

290

579

578

573

564

551

534

513

488

458

423

381

334

283

229

175

123

74.4

30.6

0.91

300

579

578

573

564

551

534

513

488

458

422

381

334

283

229

175

123

73.8

29.2

0.90

310

579

578

573

563

551

533

512

487

456

421

380

333

282

228

174

122

72.0

27.7

0.92

320

579

578

573

563

550

533

512

486

456

421

380

333

282

228

174

122

71.8

27.9

0.92

330

579

578

572

563

549

532

511

485

455

419

379

332

281

227

173

120

70.9

28.0

1.11

340

579

578

572

563

549

532

510

484

454

419

378

332

281

227

173

121

71.4

28.9

1.53

350

579

577

571

562

548

530

509

483

453

417

377

331

280

226

172

120

71.1

29.4

1.57

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:09 August 2022 Remarks:


